
PROPOSAL FOR CODE CHANGE 
State Form 41186 (R3 / 5-10) 

INSTRUCTIONS: 1. Only a TYPED copy will be accepted. · 
2. -9ashefi-liflft thFot:Jfjh-fflaterie:/ tfJ-be-deletee; underline or bold face material to be added. 
3. Use a second sheet for any material requiring more space. 
4. Return this completed form to: Indiana Department of Homeland Security, Code Services, 

402 West Washington Street, Room W246, Indianapolis, Indiana 46204. 

II 5/r/€ IJ 17. I - zol 
Code title 

A 17.1 Safety Code for Elevators and Escalators 
Section number and title 

SECTION 8. 7 ALTERATIONS 
Proponent I RAHjnting (if applicable) 

Gary Herrington 
Address (number and street, city, state, and ZIP code) 

PROPOSED CODE CHANGE (check one) 

D Change to read as follows Ill Add to read as follows D Delete and substitute as follows 

SECTION 8.7 ALTERATIONS 
Section 8.7 applies to alterations. 
NOTES: 
(I) See Nonmandatory Appendix L for an index of the requirements 

for alterations. 
(2) See Section 8.6 for maintenance, repair, and replacement 
requirements. 

Add to read as follows 
SECTION 8.7 ALTERATIONS 
Section 8.7 applies to alterations. 

LNdo,s tJ /p to, 1 $1fe 1nd Stcuttlndlln1 

Edition 

2016 
Page number 

357 

Telephone number 

( 317 ) 232-2670 

D Delete without substitution 

All Alterations listed in 8.7 shall require an alteration permit prior to commencement of work for an alteration to a existing 
regulated lifting device. 
NOTES:(!) See Nonmandatory Appendix L for an index of the requirements 
for alterations. (2) See Section 8.6 for maintenance, repair, and replacement requirements. 
The following shall not require an alteration permit 
Suspension means; changing fastening means from a Tapered rope socket babbitted or resin poured type device to a Wedge type rope socket device. Wedge type rope 
socket device shall meet requirements of 2.20.9.5. 

REASON STATEMENT AND FISCAL IMPACT 

REVIEW RECOMMENDATION 
Approve 

Reject 

Approve as amended 

Further study 



PROPOSAL FOR CODE CHANGE 
State Form 41186 (R3 / 5-10) 

INSTRUCTIONS: 1. Only a TYPED copy will be accepted. 

RECEIVED 
IDHS 

,. 

LEGAL AND CODE 
SERVICES 

2. -9ashee-line- thfoti§h-materiel te-be-ae/eted; underline or bold face material to be added. 
3. Use a second sheet for any material requiring more space. 
4. Return this completed form to: Indiana Department of Homeland Security, Code Services, 

402 West Washington Street, Room W246, Indianapolis, Indiana 46204. 

5/f/E Al7. /- z.o/ 
Code title 

A 17.1 Safety Code for Elevators and Escalators 
Section number and title 

SECTION 8. 7 ALTERATIONS 
Proponent I RAHjnting (if applicable) 

Gary Herrington 
Address (number and street, city, state, and ZIP code) 

PROPOSED CODE CHANGE (check one) 

D Change to read as follows Ill Add to read as follows D Delete and substitute as follows 

8.7.1.7 Repairs and Replacements. Repairs and 
replacements shall conform to 8.6.2 and 8.6.3. 

Add to read as follows 
8.7.1.7 Repairs and Replacements. Repairs and 
replacements shall conform to 8.6.2 and 8.6.3. 

l.Hdorsttlp fol, &lfe tnd s.eu,, tndl•n• 

Edition 

2016 
Page number 

357 

Telephone number 

( 317 ) 232-2670 

D Delete without substitution 

The following replacements on scheduled A Replacements shall require a permit filed in the form of an alteration permit. The permit is 
required prior to commencement of work to an existing regulated lifting device. 

REASON STATEMENT AND FISCAL IMPACT 

REVIEW RECOMMENDATION 
Approve 

Reject 

Approve as amended 

Further study 



Schedule A. 
Replacements requiring a permit. 

Replacements of Machinery and Sheave Beams, Supports, and 
Foundations. 
Replacement of Entrances and Hoistway Openings 
8.6.3.6 Replacement of Speed Governor 
8.6.3.10 Replacement of Hydraulic Jack, Plunger, Cylinder, Tanks, and Anticreep Leveling Device 
8.6.3.11 Replacement of Valves and Piping. 
Replacement of Car and Counterweight Safeties. 
Replacement of Driving-Machine Brake(s). 
Replacement of Driving Machine 
Replacement of Ascending Car Overspeed and Unintended Car Movement Protection Device 

Replacement of Car operating panel 
Replacement of Oil Buffers, spring buffers, elastomeric buffers 
Replacement of Car Enclosures, Car enclosure Cab Panels, Car Doors and Gates, and Car Illumination 
Replacement of car frame or platform 
Replacement of Slack-Rope Device. 
Replacement of Plunger Gripper. 
Replacement of Screw-Column 
Replacement of rack and pinion, rack and pinion drive 
Replacements of Comb plates 
Replacement of sidewalk elevator doors, doors and frame 
Replacement of Controller 
Replacement of Counterweight, Counterweight frame 


