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ADDENDUM NO. 1 
STATE OF INDIANA 

DEPARTMENT OF ADMINISTRATION  
INDIANA DEPARTMENT OF NATURAL RESOURCES - DIVISION OF ENGINEERING 

FAWN RIVER FISH HATCHERY 
NEW WELL AND WATER DISTRIBUTION IMPROVEMENTS 

PROJECT NO. E020096-A 
 
TO: All Holders of the Contract Documents for the above referenced project.  The items 

listed in this addendum are to become a part of the original documents as if included 
therein.  Only the items noted below are affected and the remainder of the Contract 
Documents remains unchanged in its entirety. 

 
 
Standard Contract for Public Works Construction Project (DAPW 33 Rev 8/14) 
 

1. Item 4. Term (page 2 of 17): Add the following sentence after the first sentence. “The 
Substantial Completion Date shall be December 31, 2015.” 

 
Detailed Specifications 
 

1. Work Item 715-3 Production Well Installation and Pump, page DS-20: Remove the 
second paragraph on this page and replace with the following paragraph. “Other drilling 
techniques; change in gravel pack requirements; changes in the grouting material, 
thickness, placement requirements and other alternative techniques and/or materials will 
be allowed provided they comply with AWWA A100. Well development shall comply with 
AWWA A100.” 

 
Project Plans 
 

1. Sheet 5 of 17: Replace with revised Sheet 5 (attached). Add area of special backfill for 
work along pond #10 embankment. Add note regarding addition of electrical conduits for 
future use inside proposed 18" steel casing pipe. 

2. Sheet 6 of 17: Replace with revised Sheet 6 (attached). Add area of special backfill for 
work along pond #13 embankment. Add two 6" 45 degree bends. 

3. Sheet 11 of 17: Replace with revised Sheet 11 (attached). Add pond embankment 
trench detail. 

4. Sheet 17 of 17: Replace with revised Sheet 17 (attached). Add upgrades to electrical 
service and power distribution equipment to accommodate future electrical demands. 

 
Appendices 
 

1. Appendix C Permits: Add DNR Construction In A Floodway Permit (attached) and 
INDOT Right of Way Permit (attached). 
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Other 
 

1. Add Pre-Bid Sign-In Sheet (attached). 
 
 
 
      LAWSON-FISHER ASSOCIATES P.C. 
 
 
 
             
      Jeffrey L. McKean, P.E. 
      Senior Civil Engineer 
 
 
A signed copy of this Addendum No. 1 must accompany Bid Proposal. 
 
        
Contractor 
 
        
Date 
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APPENDIX C 

PERMITS 

 

 















Reference pt. number

STATE OF INDIANA
INDIANA DEPARTMENT OF TRANSPORTATION

THE APPLICANT AGREES TO INDEMNIFY, DEFEND, EXCULPATE, AND HOLD HARMLESS THE STATE OF INDIANA, ITS OFFICIALS AND EMPLOYEES FROM ANY

LIABILITY DUE TO LOSS, DAMAGE, INJURIES, OR OTHER CASUALTIES OF WHATSOEVER KIND, OR BY WHOMSOEVER CAUSED, TO THE PERSON OR

PROPERTY OF ANYONE ON OR OFF THE RIGHT-OF-WAY ARISING OUT OF, OR RESULTING FROM THE ISSUANCE OF THIS PERMIT OR THE WORK

CONNECTED THEREWITH, OR FROM THE INSTALLATION, EXISTENCE, USE, MAINTENANCE, CONDITIONS, REPAIRS, ALTERATION, OR REMOVAL OF ANY

EQUIPMENT OR MATERIAL, WHETHER DUE IN WHOLE OR IN PART TO THE NEGLIGENT ACTS OR OMISSIONS (1) OF THE STATE, ITS OFFICIALS, AGENTS,

OR EMPLOYEES; OR (2) OF THE APPLICANT, HIS AGENTS, OR EMPLOYEES, OR OTHER PERSONS ENGAGED IN THE PERFORMANCE OF THE WORK, OR (3)

THE JOINT NEGLIGENCE OF ANY OF THEM; INCLUDING ANY CLAIMS ARISING OUT OF THE WORKMEN'S COMPENSATION ACT OR ANY OTHER LAW,

ORDINANCE, ORDER, OR DECREE. THE APPLICANT ALSO AGREES TO PAY ALL REASONABLE EXPENSES AND ATTORNEY'S FEES INCURRED BY OR

IMPOSED ON THE STATE IN CONNECTION HEREWITH IN THE EVENT THAT THE APPLICANT SHALL DEFAULT UNDER THE PROVISIONS OF THIS

PARAGRAPH.

   Miscellaneous

RIGHT OF WAY PERMIT
State Form 41769 (R5 / 3-00)

Approved by Auditor of State, 2000

Approved by State Board of Accounts, 2000

Type of Permit:

  Excavation   Pole Line   Bridge Attachment

Bond required: If Yes, Penal Sum Bond number

District Subdistrict Telephone number

Project locations:

           

District Regulatory Supervisor

District Director

$

SPECIAL PROVISIONS:

Name of company organization Telephone number

              

Signature of permit applicant Printed name of permit applicant

No $

PERMIT FEE: (Make check or bank draft payable to "Indiana Department of Transportation")

Project description:

Project purpose:
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Address (number and street, city, state, ZIP code)

Inspector

Yes

T
0000092284

-- --

IDNR

76

Fort Wayne

7/31/2016

Mike Carrier

✘

7/31/2015

0

M
15F

3C
R

0025

✘

MICHAEL MATHIAS

260-969-8265

INSTALLATION OF 8" WATER SUPPLY PIPE BY THE TRENCHLESS EXCAVATION/BORE AND JACK WITH AN
18" STEEL CASING PIPE FROM THE WEST SIDE TO THE EAST SIDE OF SR 327

SR 327, 0.68 MILES NORTH OF SR 120, STEUBEN COUNTY

PURPOSE OF THE PROJECT TO INSTALL WATER SUPPLY PIPE FOR THE FAWN RIVER HATCHERY

S
R

-327

30.56

SEE ATTACHED ADDITIONAL SPECIAL PROVISIONS

Fort Wayne

Jason Hanaway

402 WEST WASHINGTON ST ROOM W299  INDIANAP0LIS, IN  46204

317-232-4155
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State of Indiana 

Department of Transportation 
GENERAL PROVISIONS 

 
1. All work described in the permit shall be subject to the inspection of the Department of Transportation and the permittee shall 

adjust or stop operations upon direction of any police officer or Department of Transportation employee. 
 

2. The permit may be rescinded at any time by the Department of Transportation at its discretion or for noncompliance with any 
and/or all provisions of said permit. 

 
3. The permittee shall notify the Department of Transportation Subdistrict five (5) working days preceding the beginning of any 

work activity. 
 

4. The permittee shall notify the Department of Transportation Subdistrict that the work is complete and this notice is to be 
provided within seven (7) days from completion of all work on this permit. 

 
5. The permittee shall have the permit complete with drawings and special provisions in their possession during work 

operations and will show said permit on demand, to any police officer or authorized Department of Transportation employee. 
 

6. The permittee shall pay the Department of Transportation for any inspection costs where it is necessary to assign a 
Department of Transportation employee to inspect the work.  The permittee shall immediately reimburse the State upon 
receipt of an itemized statement. 

 
7. The permit is valid through the stated expiration date.  If work is not completed within the allotted time, the permit is 

automatically cancelled unless an extension is requested prior to the expiration date and said request is approved by the 
Department of Transportation.  If a permit is cancelled, a new application must be submitted and approved before the 
proposed work can be accomplished. 

 
8. The permittee shall erect and maintain all necessary signs, barricades, detour signs, and warning devices required to safely 

direct traffic over or around the part of the highway where permitted operations are to be done so long as the work does not 
interfere with traffic, in accordance with Section “VI” of the Indiana Manual of Uniform Traffic Control Devices. 

 
9. All construction and materials used within the highway right-of-way must conform to the current Department of 

Transportation “Standard Specifications” with the permittee being considered in the same status as the contractor. 
 

10. The permitted operations shall not interfere with any existing structure on the Department of Transportation right-of-way 
without specific permission in writing from the Department of Transportation.  In the event that any buildings, railings, 
traffic control devices, or other structures are damaged, said cost of the removal and/or damage shall be borne by the 
permittee. 

 
11. This permit does not apply to any State roads or bridges that are closed for construction purposes, or to any county roads or 

city streets. 
 

12. Approval of the permit application shall be subject to the permittee obtaining all necessary authorizations from local 
authorities and complying with all applicable laws.  The issuance of the permit shall in no way imply Department of 
Transportation approval of, or be intended to influence any action pending before a local board, commission, or agency. 

 
13. The permitted operations shall be allowed on state highway right-of-way only between sunrise and sunset and shall not be 

performed on Saturdays, Sundays, or during the period beginning at 12:00 Noon on the last weekday (Monday through 
Friday) preceding and continuing until Sunrise on the day following:  New Years Day, Memorial Day, Independence Day, 
Labor Day, Thanksgiving, and Christmas. 

 
14. In accordance with the notice requirements of Indiana Code 4-22-1-25, any objection to the conditions and provisions of an 

approved permit must be submitted in writing to the Department of Transportation within fifteen (15) days from the issue 
date. 

 
15. The permitee does hereby agree that (1) no person on the ground of race, color, sex or national origin shall be excluded from 

participation in, denied the benefits of, or be otherwise subjected to discrimination in the use of its facilities, (2) that in the 
event facilities are constructed, maintained or otherwise operated on the said property described in this permit for a purpose 
for which a Department of Transportation program or activity is extended or for another purpose involving the provision of 
similar services or benefits, the permitee shall maintain and operate such facilities and services in compliance with all other 
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requirements imposed pursuant to Title 49, Code of federal Regulations, Department of Transportation, Subtitle A, Office of 
the secretary, part 21 Nondiscrimination in Federally-assisted programs of the Department of Transportation – Effectuation 
of title VI of the Civil Rights Act of 1964, and as said Regulations may be amended. 
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STATE OF INDIANA
INDIANA DEPARTMENT OF TRANSPORTATION

RIGHT OF WAY PERMIT

ADDITIONAL SPECIAL PROVISIONS

The attached Additional Special Provisions List is hereby incorporated into the permit and is fully
binding upon the permittee.~ T

0000092284
76

7/31/2016
7/31/2015
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1. All existing utilities and other underground facilities such as traffic signal appurtenances must be located prior to 

commencing excavation. 
 

2. The permittee shall not disturb nor manipulate any existing traffic control devices.  Any damages to a traffic control 
device shall be repaired immediately at the permittee’s expense by a State prequalified contractor.  Contact the Signal 
Technician at the appropriate District Office (see telephone numbers on page 3) five days prior to doing work in the 
right-of-way that will affect any existing traffic control devices. 
 

3. All cuts and trenches in and across the right-of-way of the Interstate, Federal, or State Highway shall be made by the 
permittee.  After the work of installation of the project, the permittee shall restore all pavement surfaces and right-of-way 
according to requirements and specification and have it inspected by the Department of Transportation. 

 
4. If private drives or commercial drives with a paved surface are to be open cut, a letter of approval must be obtained from 

the drive owner. 
 

5. Pavement Removal 
 

a. Bituminous Pavement – The trench or area to be removed shall be sawed to a minimum depth of 2 inches.  Breakage 
shall be confined to required lines.  The edge of the area after removal shall be such that the maximum variation 
from the vertical will not exceed 1 ½ inches.  In trimming and straightening these edges it may be necessary to use 
hand methods.  Methods and equipment used in cutting,  breaking, and removal shall not cause undue breakage, 
excessive shattering or spalling of the bituminous pavement to be left in place. 
 

b. Concrete Pavement – The trench or area to be removed shall be sawed to the bottom of the steel mesh with a 
minimum depth of 2 inches.  Breakage shall be confined to required lines.  The edge of the area after removal shall 
be such that the maximum variation from the vertical will not exceed 1 ½ inches.  In trimming and straightening 
these edges it may be necessary  to use hand methods.  Methods and equipment used in cutting, breaking, and 
removal shall not cause undue breakage, excessive shattering or spalling of the concrete to be left in place and shall 
be such that will prevent excessive vibration and shock from being transmitted along reinforcing steel to the adjacent 
pavement.  

 
6. Pavement Replacement 

 
A “T” section should be used to bridge excavated areas to alleviate future settlement. 
 
a. Bituminous Pavement – Pavement replacement shall not be less than 12 inches of bituminous base mixture, 

thoroughly compacted in lifts of not more than 3 inches and a top lift of  1 inch shall be bituminous surface mixture 
properly compacted.  All exposed bituminous edges shall be treated with bituminous tack.  A “ Wacker Rammer” 
compactor or equivalent shall be used for compacting the bituminous mixtures.  The surface course shall meet 
Department of Transportation specifications for smoothness. 

 
b. Concrete Pavement – The depth of the concrete pavement shall be the same as the removed pavement except it shall 

be a minimum of 9 inches.  Anchor bolts shall be placed along all sides of the removed area.  The spacing shall be 3 
feet center to center on the transverse side and 5 feet center to center on the longitudinal side with a minimum of 2 
anchor bolts on a side.  The anchor bolts and steel reinforcing shall be the same type and shall be placed as specified 
in the Department of Transportation’s Standard Sheets.  The concrete used shall be high early strength as set out in 
the Indiana Standard Specifications, except test beams will not be required. 
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RIGHT-OF-WAY PERMIT 
SPECIAL PROVISIONS 
State Form 3321 (R6 / 11-11) 

STATE OF INDIANA
INDIANA DEPARTMENT OF TRANSPORTATION 
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        SUB-GRADE 
 
        The sub-grade on which the concrete or bituminous mixture is to be placed shall be compacted thoroughly prior 
        to the placing of the pavement. 
 
7. All cuts in the pavement shall be opened to traffic at all times except when the permittee is working at the site.  If the cut 

in the pavement cannot be completed in the working day, it shall be temporarily backfilled, with the top 3 inches 
consisting of a temporary bituminous mixture, or the cut can be covered with a steel plate of sufficient size and thickness 
to satisfactorily carry the traffic.  The steel plate shall be properly fastened down so as not to create a hazard.  A steel  
plate shall also be used to cover any concrete area during the curing period.  All steel plates must be labeled for 
emergency notification.  Utility company name and 24 hour notification telephone number shall be visible at all times. 
 

8. a)  All excavation from cuts in the pavement and shoulder area shall be removed from the right-of-way.  The backfilling 
of this area shall be Compacted Aggregate Base or “B” Borrow.  The compacted aggregate base or “B” Borrow shall 
extend beyond the shoulder line at a slope of 1 to  1.  This backfill shall meet Department of Transportation Standard 
Specifications. 

 
b)  Backfilling of all trenches outside of the shoulder lines on State Highway right-of-way shall be made with pit run 
sand and gravel mixture or with material acceptable to the Department of Transportation, except for the top 12 inches 
which must be filled with top soil and compacted.  Grass seed and fertilizer shall then be placed on the top soil which has 
been prepared in accordance with Department of Transportation Specifications on seed bed preparation. 

 
1. When the trench is excavated or plowed in a lawn area that is mowed, the applicant shall replace all disturbed areas 

with sod.  The sod shall be placed and maintained according to Department of Transportation Standards. 
 

2. Sod may be required at other areas where erosion may be a problem. 
 
9. The permittee shall at all times protect the pavement surface and right-of-way from damage due to the use of heavy 

equipment, and shall provide and use approved pads, planks, or dirt cushion to protect against other damage.  
Immediately before any section of the highway is to be placed  back in use for traffic, the permittee shall remove all 
excess dirt and sweep the pavement surface to eliminate unnecessary dust hazards. 
 

10. The Permit Inspector in the local sub-district or district office shall be notified 24 hours in advance of the pouring of 
concrete or the placing of bituminous mixture.  (See telephone numbers on page 2.) 

 
11. Tunneling under Interstate, Federal, or State Highway pavements will be allowed when approved by the Department of 

Transportation.  Pipe for such tunnels shall be approved pipe as specified on the plans, inserted in the tunnel lining and 
the excess space filled with concrete as s pecified in t he plans.  T unneling methods, supports and operations s hall be 
subject to the approval of the representative of the Department of Transportation assigned to inspect the work.  Proper 
backfilling must be done around the tunnel lining in order to prevent any settling of the pavement and right-of-way. 

 
12. The top elevation of all manholes shall be held to ground or road surface level. 
 
13. The permittee shall be responsible for the proper replacement of any driveways, driveway pipes or sidewalks that are 

disturbed during the permit work. 
 
14. Drainage on shoulders, ditches, or otherwise on the right-of-way shall not be obstructed.  Appropriate control measures 

shall be followed to protect the right-of-way from erosion. 
 
15. All permits shall conform to the current INDOT Utility Accommodation Policy. 
 
16. Within seven (7) days after a new installation or repair to an existing installation is performed, all excess dirt or 

obstructions caused by the installation or  repair must be removed and the area must be restored to a condition by the 
permittee so as not to interfere with mowing the highway right-of-way. 

 
17. Upon completion of all pavement cuts and before the work crew leaves the work area, the permittee shall furnish and 

place the appropriate color spot on the existing road surface next to the side of cut nearest the edge of highway 
pavement. 

 
18. The permittee agrees, as a condition of approval of this permit, to move or remove any structures installed under this 

permit, at the permittee’s own expense should future traffic conditions or road improvement necessitate; or when 
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requested to do so by INDOT except for on the National System of Interstate and Defense Highways as outlined in the 
Indiana Code. 

 
19. Work shall be performed in accordance with the attached plans. 
 
20. If at any time in the future, this installation should become damaged due to normal maintenance or roadwork by INDOT, 

the permittee shall be responsible for all repairs, and cost of repairs that may arise from such damage. 
 
21. Any poles installed under this permit, including brace poles and guy poles should be placed within 1 ½ feet of the right-

of-way line.  Exceptions to this placement policy will be granted only for special conditions and must be explained in the 
application. 

 
22. Any pole line installed under this permit will comply with all regulations outlined in the National Electrical Safety Code, 

and any other handbook issued by the Department of Commerce Bureau of Standards, which refers to the installation and 
maintenance of communications lines. 

 
23. No trees or plants on the right-of-way of any Interstate, Federal, or State Highway will be trimmed or removed without 

written permission from the Department of Transportation. 
 
24. Work performed under this permit will not interfere in any way with any pole line or other existing structure along or 

across the Interstate, Federal, or State Highway. 
 
25. Work within the sodded areas of the right-of-way is not to be performed during wet periods.  Any damage to the sodded 

areas of the right-of-way must be repaired and properly seeded. 
 
26. If traffic is to be stopped on the highway the applicant must notify the Indiana State Police for assistance in traffic 

control within five (5) days prior to construction.  Traffic will not be stopped longer than five (5) minutes. 
 

INDOT DISTRICT OFFICES 
   

 
  

Crawfordsville District 
 
41 W 300 North 
Crawfordsville, IN 47933 
(888) 882-8330 
 

 Fort Wayne District 
 
5333 Hatfield Road 
Fort Wayne, IN 46808 
(260) 969-8254 

 Greenfield District 
 
32 S Broadway 
Greenfield, IN 46140 
(855) 463-6848 

     
LaPorte District 
 
315 E. Boyd Blvd. 
LaPorte, IN 46350 
(855) 464-6368 

 Seymour District 
 
185 Agrico Lane 
Seymour, IN 47274 
(812) 522-5649 

 Vincennes District 
 
3650 US 41 South 
Vincennes, IN 47591 
(812) 895-7300 
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Work on Paved Shoulders >8ft. 
or Parking Lanes 

 

 

 

 

 

Shoulder or 
Parking Lane 

 

A 

 

   

 

B 

ROAD 
WORK 
AHEAD 

 

ROAD 
WORK 
AHEAD 

 

SHOULDER 
WORK 

A 

(optional) 

 

Buffer 
 

Shoulder 
Taper 

 

Note: WORKERS or UTILITY WORK AHEAD signs may be used 
instead of the SHOULDER WORK or ROAD WORK AHEAD signs. 

Distances shown are approximate. Sign spacing should be adjusted for 
curves, hills, intersections, driveways, etc., to improve sign visibility. 

Indiana Department Of Transportation 
Permit Section Traffic Control Quick Reference Guide 

 

Roll-ahead Distances 
Speed Stationary Mobile 

< 45 mph 100 ft 150 ft 
50 - 55 mph 150 ft 200 ft 
60 - 65 mph 200 ft 275 ft 

70 mph 225 ft 325 ft 

Sign Spacing (feet) 

  25-30 
mph 

35-40 
mph 

45-55 
mph 

Multilane Divided 
50 mph or higher 

Expressway/ 
Freeway 

A 100 350 500 1000 1000 
B 100 350 500 1600 1600 
C 100 350 500 2640 2640 

  

OPTIONAL SKIPS BASED TAPERS                                                                           
(For a 12 Ft Wide Closure) 

Speed 
(MPH)             

Shoulder Tapers Shifting Tapers Merging Tapers 

L #S CS #C L #S CS #C L #S CS #C 

Lo
w

 S
pe

ed
 

20 80 2 20 5 80 2 20 5 160 4 20 9 

25 80 2 20 5 80 2 20 5 160 4 20 9 

30 80 2 20 5 120 3 20 7 200 5 20 11 

35 120 3 20 7 160 4 20 9 280 7 20 15 

40 120 3 40 4 160 4 40 5 320 8 40 9 

H
ig

h 
Sp

ee
d 

45 200 5 40 6 280 7 40 8 560 14 40 16 

50 200 5 40 6 320 8 40 9 600 15 40 17 

55 240 6 40 7 360 9 40 10 680 17 40 18 

60 240 6 60 5 360 9 60 7 720 18 60 13 

65 280 7 60 6 400 10 60 8 800 20 60 15 

70 280 7 60 6 440 11 60 9 840 21 60 15 

2-Way & Downstream Tapers are always 100/2.5/20/7 

L = Length 
(ft) 

 #S = Number           
of Skips 

 CS = Cone            
Spacing (ft) 

  #C = Number           
of Cones 

Guidelines for Buffer Lengths and Distance of Flagger 
Station in Advance of the Workspace  

Speed 
(mph) 

MUTCD 
Based Buffer 

Length (ft) 

Optional Skips Based 
Buffer 
Length 

(ft) 

Number of 
Skips 

20 115 120 3 
25 155 160 4 
30 200 200 5 
35 250 280 7 
40 305 320 8 
45 360 360 9 
50 425 440 11 
55 495 520 13 
60 570 600 15 
65 645 680 17 
70 730 760 19 

Notes:  
1. SHOULDER CLOSED signs should be used on limited-access highways 

where there is no opportunity for disabled vehicles to pull off the traveled way. 
2. UTILITY  WORK AHEAD or WORKERS signs may be used instead of the 

ROAD WORK AHEAD sign. 
3. Use of an arrow display is optional. If used, it shall be operated in the caution 

mode.  
4. <40mph speed limit, shadow vehicle optional. 

Paved Shoulder >8ft. 
Closed on Divided Roadway 

 

 

A 

ROAD 
WORK 
AHEAD 

Roll Ahead 
Distance  

    

 

Shoulder 

 ½ A 

 

 

  

SHOULDER 
CLOSED 

Buffer 

SHOULDER 
CLOSED 
AHEAD 

ROAD 
WORK 
AHEAD 

OR Shoulder Work 

 B 

Lane Closure on a Two-Lane Road 
(Two Flagger Operation) 

 

Notes: 
1. The flagger or flaggers shall use approved 

flagging procedures according to the IMUTCD 
2. If there is a side road intersection within the work 

area, additional traffic control, such as flaggers 
and appropriate signage, may be needed on the 
side road approaches. 

 

C ONE LANE 
ROAD 

AHEAD 

B 

A 

END 
ROAD WORK A 

Downstream Taper 100'  

Buffer 

Taper 
 

A A 
END 

ROAD WORK 
B 

(Optional
 

ONE LANE 
ROAD 

AHEAD C 

 
 

 

 

 

ROAD 
WORK 
AHEAD 

ROAD 
WORK 
AHEAD 

 

Buffer 
 
 

Merging 
Taper 
 
Shoulder Taper 
(optional) 

 

 
If an arrow board 
is used on the 
shadow vehicle, 
then it shall be in 
the caution mode. 

 

 

A 

B B 

C C 

 

 

  

 

 

ROAD 
WORK 
AHEAD 

A 

 

RIGHT LANE  
CLOSED 
AHEAD 

 

ROAD 
WORK 
AHEAD 

Roll Ahead Distance 

    

 

RIGHT LANE  
CLOSED 
AHEAD 

END 
ROAD WORK 

 
(optional) 

END 
ROAD WORK 

 
(optional) 

Shadow Vehicle Area 

Lane Closure on a Divided 
Roadway or One Way Street 

Notes: 
1. When a side road intersects the roadway within the work zone, 

additional devices shall be erected to channelize traffic to/from 
the side road, and a ROAD WORK AHEAD sign shall be placed 
on each side road approach. 

2. On non-freeway multi- lane roads in urban areas, the sign 
spacing may be reduced  

3. <40mph speed limit, shadow vehicle optional. 
 

Shadow Vehicles CANNOT be used as work vehicles 

Legend
 Work Area  

Warning 
Sign 

 
Shadow Vehicle 
With Flashing Light 

Channelizing 
Device 

Arrow Board 
Display  

Arrow Board  
Display Symbol 

Portable Sign  
Support 

Flagger 
Symbol 

DISCLAIMER… The purpose of this document is to present guidelines for work zone traffic control. This covers the basic requirements set forth in Part VI of the Indiana Manual on Uniform Traffic Control Devices (MUTCD) as it pertains to Right-Of-Way Permit work.           
Any changes or additions of traffic control of protection can be requested per the INDOT District Permit Sections. This document MUST accompany the Right-Of-Way Permit Application.                                                     Created By INDOT, Work Zone Safety Section, June 2011. 

Acceptable Channelizing Devices 
1. Stripes on barricade rails slope downward at an angle of 45 

degrees toward the direction traffic is to pass.  
2. Barricade rail stripe widths shall be 6 inches except where rail 

lengths are less than 36 inches, then 4 inch wide stripes may 
be used. 

3. The sides of barricades facing traffic shall have retroreflective 
rail faces. 

4. All channelizing devices shall meet AASHTO Manual for 
Assessing Safety Hardware (MASH) Requirements. 

Spacing 
On Tapers: The distance in feet equal to the speed limit in mph,  
Alongside the work area: The distance in feet equal to 2.0 times 
the speed limit in mph.   
Alternatively, the spacing for straight-a-ways may be as follows: 
• 20 to 40 mph: 1 cone for every 40’ (every skip) 
• 40 to 55 mph: 1 cone for every 80’ (every other skip) 
• 60 mph & above: 1 cone for every 120’ (every 3 skips) 
 

Flagger Standards and Procedures 

If flaggers are used 
they must be properly 
trained and equipped 

at all times. 
 

Only 24”Diameter 
Stop/Slow paddles  
are allowed while 
flagging on State 

Right-Of-Way 

Traffic 
Proceed 

 

To 
Stop 

Traffic 
 

7’ 

24" 

24" 

To 
Alert 
And 
Slow 

Traffic 
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                                                                                                                                              STATE OF INDIANA 
                                                                               INDIANA DEPARTMENT OF TRANSPORTATION 

                  
 
 

Title VI Assurances 
         
 
 
 

The permitee for himself, his heirs, personal representatives, successors in interest, and assigns, as part of the 
consideration hereof, does hereby covenant and agree that in the event facilities are constructed, maintained, or 
otherwise operated on the said property described in this permit for a purpose for which a Department of 
Transportation program or activity is extended or for another purpose involving the provision of similar services or 
benefits, the permitee shall maintain and operate such facilities and services in compliance with all other 
requirements imposed pursuant to Title 49, code of Federal Regulations, Department of Transportation, Subtitle A, 
Office of the Secretary, Part 21, Nondiscrimination in Federally-assisted programs of the Department of 
Transportation – Effectuation of Title VI of the Civil Rights Act of 1964, and as said regulations may be amended. 
 
That in the event of breach of any of the above nondiscrimination covenants, Indiana Department of Transportation 
shall, have the right to terminate the permit and to re-enter and repossess said land and the facilities thereon, then 
hold the same as if said permit had never been made or issued. 
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Approved INDOT Permit Number M15F3CR0025



INDOT Fort Wayne District: Cut Road – Underground Water/Sewer Lines and Drainage  
Additional Special Provisions 

 
 
INDOT is not responsible for determining whether or not the work you are proposing will require 
permits from another regulatory agency. These agencies include, but are not limited to IDEM, INDR, 
and the USACE. Any work in Waters of the US, in wetlands, and land disturbing activities greater than 
1 acre are all examples of work that will require consultation with these agencies. If you have 
questions about whether or not your project will need additional permits, please contact these 
agencies directly. 
 
Traffic must be maintained at all times as set out in the Indiana Department of Highways Uniform 
Traffic Control Manual and as shown in the permit drawings. If a route detour is included in the 
permit, then the permittee shall provide, erect and maintain all necessary signs and barricades for 
the proposed detour and road closure beyond the detour point. Detours along non-INDOT highways 
will require approval from the jurisdiction/authority of the detour route used and a completed “Hold 
Harmless” form must be provided and approved by INDOT. 
 
Driving lanes must not be closed when work is not in progress. 
 
No lane restrictions will be allowed from 1 December through 31 March of the following without 
approval from INDOT.  
 
No lane restrictions will be allowed when snow fall is predicted or snow removal equipment is 
present on the roadway. 
 
The permit work will need to be coordinated with any and all INDOT projects that are scheduled for 
this section of the State Highway, if applicable. The INDOT Contact for this will be the INDOT Area 
Engineer. Permit work described in this permit must be completed first and the INDOT contract and 
resurfacing will follow. Notes to this effect should be included in the plans and bid documents. The 
work allowed in this permit will need to be completed before the beginning of the scheduled contract 
work, if applicable. 
 
All Indiana Department of Transportation equipment in the State right-of-way, such as underground 
conduits and signal control devices, must be located prior to the start of work. Contact Mark Bonar, 
District Signal Supervisor, #260-969-8235, at least three (3) work days in advance. If highway signal 
equipment is damaged or removed in any manner, it must be repaired or replaced by a pre-qualified 
signal contractor. 
 
All trenches and excavations must be closed or properly barricaded when work is not in progress. 
 
All highway pavements must be kept clean and free of debris at all times. 
 
Please contact the Fort Wayne District Paint/Sign Supervisor, Troy Patterson, #260-969-8249, three 
(3) days in advance of the start of work, to receive instructions for the proper removal and resetting 
of all affected traffic control signs and equipment.     
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The permittee shall protect all Road Reference System (RRS) signs. The location of the signs (4" X 12" 
blue) shall be referenced before they are temporarily relocated to allow the permitted work.  The 
signs shall be reset in the original location or as directed by INDOT.   
 
Aggregates and excavated materials must not be stored on or loaded from existing shoulders and 
pavements. 
 
The existing asphalt pavements must be protected.  Any contamination of and/or damage to existing 
asphalt or concrete pavements, shoulders or right-of-way facilities created by any excavation work 
and/or a boring operation shall be repaired at the permittee's expense to INDOT minimum standards.  
      
Equipment must not be stored on State right-of-way when work is not in progress. Highway 
pavements must be kept clean and free of debris at all times.  
 
If damaged beyond reuse, existing driveway pipes must be replaced with minimum 15" CMP with 
metal end sections.  Concrete headwalls must not be reused and must be replaced with metal end 
sections. 
 
Manholes and hydrants shall not be set in ditch bottoms or any other area that would prohibit 
normal maintenance of the State right-of-way. 
 
All disturbed areas shall be mulch seeded to the appropriate INDOT standards.  Side ditch grades 1% 
to 3% shall be sodded in accordance with 2012 Standard Specifications Section 621.09.  Required 
uniform rip-rap shall be placed on side ditch grades 3% or greater in accordance with 2010 INDOT 
Standard Specifications Sections 616.06 and 616.11. 
 
Any proposed drainage that is included and planned with this permit shall be done as per the 
approved plans and drawings and as per the current version of the INDOT Design Manual, INDOT 
Standard Specifications and INDOT Standard Drawings, unless approved otherwise. Drainage of 
shoulder ditches or otherwise on the right-of-way shall not be obstructed outside the area that is 
being filled or excavated. Appropriate control measures shall be followed to protect the right-of-way 
from erosion. Excavation of spoil and restoration of existing ditch profiles shall maintain and 
perpetuate existing drainage patterns to the original or better condition on or before the expiration 
date of this permit. 
 
Any and all trenchless pipe/conduit, required casing and materials installed within INDOT right-of-
way shall be installed by approved boring and jacking methods in accordance with Section 716 of the 
current version of INDOT Standard Specifications and must be from the INDOT Approved Materials 
List. All water/sanitary lines under pressure within the effective pavement area shall be encased.  
Where a carrier pipe is placed inside a casing pipe, the carrier pipe shall be shimmed to proper line, 
elevation and grade and then the void between the two pipes shall be grouted/sealed at both ends 
as per Section 716 of the current version of INDOT Standard Specifications. 
 
 
A Highway Settlement Monitoring Plan is required for the trenchless installation of any pipe or casing 
greater than six (6) inches in outside diameter and must be submitted and approved by INDOT before 
any work can begin. 
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All crossings for service lines greater than 2” shall be encased unless noted otherwise. Where non-
metallic lines are installed without a metal casing, a durable metal wire shall be installed concurrently 
or other means provided for detection purposes. 
 
Underground pipe installations depth of cover: Minimum cover is 36 inches.  Minimum Cover under 
Ditch Flow Line is 48 inches. Minimum Cover under or within 5 feet of the pavement surface is 48 
inches. All permitted longitudinal underground installations shall be located on uniform alignment 
within five (5) feet of the R/W line, unless noted otherwise (u.n.o.). 
 
Installation Pits (Bore/Push/Jack/Receive) shall be a minimum of 20 feet from edge of pavement and 
within 5 feet of the R/W, u.n.o.  No installation pits, manholes, hand holes or any other installation 
points are allowed within the Limited Access R/W unless noted otherwise. 
 
Any directional bore and/or jacking/pushing installation that might be used shall be stopped 
immediately if any surface deformation is detected in the public right-of-way. The Fort Wayne District 
Permit Supervisor shall be contacted immediately at #260-969-8254, for instructions. Any damage to 
pavements, shoulders or right-of-way facility created by the boring operation shall be repaired at the 
permittee's expense to INDOT minimum standards. 
 
All abandoned sewer or water lines shall be properly plugged and capped as required by INDOT at an 
adequate number of locations to prevent storm or ground water flow.   
 
All State Road underground trenchless pipe installation crossings shall be monitored for a minimum 
of one (1) year after installation to detect any right-of-way damage.  The permittee shall repair any 
damaged areas found by INDOT that were caused by work carried out in the permit. 
 
Any and all excavated trenches shall be backfilled and finished in accordance with the attached 
typical trench details. Any pavement cuts shall be patched in accordance with the applicable attached 
asphalt and/or concrete T-section.  INDOT will monitor the concrete and/or asphalt patch areas for 
any settlement for one year after completion. 
 
The permittee shall place the required asphalt pavements in accordance with Section 400 and/or 
Section 600 of the Indiana Standard Specifications dated September 2012 for Bituminous Items (a 
copy of these sections will be provided upon request). 
 
A Certified Volumetric Hot Mix Producer shall be used for the paving operations. 
 
HMA weather limitations as per section 402.12 must be strictly followed. No differences in pavement 
elevations between the mainline pavement and new pavement sections can be left in place over the 
winter. If conditions do not allow the placement of the surface course or any other courses, the 
Permittee must contact INDOT for approval and direction. If intermediate or base courses are used in 
place of any surface courses for the winter period, the will need to be milled and an acceptable 
surface course be placed in the spring, weather permitting and as per section 402.12. 
 
All mix designs shall be submitted for approval by the District Materials and Testing Engineer two (2) 
weeks prior to producing the mix, if requested and required. 
 
All other applicable Standards shall apply from the sections noted. 
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Testing, when necessary, will be performed by INDOT forces.  Testing by INDOT shall require 48 hours 
notice to the District Materials and Testing Engineer, #260-969-8238. 
 
Other testing shall be the responsibility of the Certified Volumetric Hot Mix Producer. 
Test results shall be provided to the District Materials and Testing Engineer. 
 
Failure to follow these Standards shall be cause for the revocation of the permit and/or all pavement 
items associated with said permit.  All failed material shall be removed and replaced to INDOT 
minimum standards. ~ 
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