23

Polyethylene breaker
(6 mil thick)

33"

HMA overlay

HMA material

- 3" T S
B | L . | . 'A ’ > ~
New rigid $ Existing \\ - . X \\\ &
pavement rigid . /> v
Base % pavement Base
77777777777777777 I 1
NEW RIGID PAVEMENT Bxisting longitudinal joint o et 1o e hse and NEW FLEXIBLE PAVEMENT

spaced 4'-0 c. to c. longitunally

NEW HMA OVERLAY OVER EXISTING RIGID PAVEMENT

33" HEIGHT CONCRETE BARRIER WALL

3
H i” dia. dowels 1'-6 long
- spaced 12" c. to c.
and staggered 6"
i - INDIANA DEPARTMENT OF TRANSPORTATION
B! CONCRETE BARRIER

SEPTEMBER 20001

pavement

Rigid STANDARD DRAWING No.E 602—-CCMB-02

Ay
S,

CONCRETE BARRIER WITH RIGID PAVEMENT FE No R e e
BN suE oF YT
%, Qoo oSS ) A
45" HEIGHT CONCRETE BARRIER WALL uSiow, S | o puens gunas s-oro

CHI EF HI GMAY ENG NEER DATE

DESI GN STANDARDS ENG NEER




	BACK

