3'¢ x 9-0 cable with swaged end
tightened to eliminate slack

8% x 13" hex head

bolt and hex nut

with plate washer

under bolt head and nut

Wood breakaway
post (typ.)

Anchor plate
(see detail)

GENERAL NOTES

1. This sheet shall be used with Standard Drawings
E 601-CWGS-01, 02, 03 and 06.

2. Only one §"¢ dia. x 10" bolt with nut and washer
is required per steel tube and post.

3. Plate washers shall be used only where indicated.

> §" x 4" x 1'-0 steel plate
o —— &
; Y - Ay
[ ; H \ [« =~
Anchor cable assembly (see detail)j’
g
PLAN P
i E
"% hole
6'-3 %
\ 1-0 1'-4 1-6 10" 0.D. steel schedule 40 pipe
i\’_' 7 = YT Terminal end buffer (see detail)
i 7 o ahflohl]
1 ' = 2 vewerx LU 111
L—1
1 4~ e 2" cable clips (6 required)
/WB (tyy, ) A\

Std. 2" LD. pipe sleeve (28" 0.D.)

Soil plate /

(typ.)

1"g x 7 long
stud threaded
entire length

POST B

~

28" x 28 x §" x 8
structural tube

8" x 10" bolt,

nut, and 2 washers

a” x 8" bolts, nuts,

ELEVATION

and

2 washers (2 required per post)

TYPE 5 ANCHOR

1" nut and washer

ﬁj\ 4"g x 9-0 cable

LLLL DL

Bearing plate (see detail)

2%!1 x 2%” x i” x 8"
structural tube

0T
1"# nut

1"¢g x stud

\ Steel tube (

typ.)

length

POST A

8”

Lo

-

It

[2 g cable

to be swage connected
[ LT OCTOTTFTTRTIR
3'g (6 x 19) galvanized cable

Standard swaged fitting and stud

ANCHOR CABLE ASSEMBLY

B3 x 3" x

2}

threaded full
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