Exterior Beam
NOTES:

i / [ 1. See Standard Drawing 707-SDPC-02 for connection details.
a Inserts tapped for Clip Angle
o ( 22 ¢ galv. bolt See Diaphragm Information Clip Angle
a 22 g High Strength Bolt with lock
<z nut, one hardened washer &
two 75 x 75 x 8 plate washers

,
22ﬂ? H|ghhSt[1engt(t11 Bolt %ZM? ||3ic hn%ttr? trg) Bolt
with one hardene
washer, snug tight hardened washers
Form holes using

Clip Angle 25 1.D. plastic pipe
or equivalent.

INTERMEDIATE DIAPHRAGM
Typical for Square Structure

Exterior Beam
i‘ I
) Inserts tapped for Clip Angle
22 g galv. bolt See Diaphragm Information

— [T

o &
. 22 @ High Strength Bolt with lock i\ 89 x 89 x 10
< g nut, oné hardened washer & Backing Plate
two 75 x 75 x 8 plate washers , All Dimensions are in mm unless otherwise specified.
_ 22 0 High Strength o INDIANA DEPARTMENT OF TRANSPORTATION
22 ¢ High Strength Bolt with Ioc nut & one
wgghoenesnagdggﬁg hardened washer STEEL DIAPH RAGMS
W r, snug ti
SgrinDhoIFs %lsmg AASHTO I-BEAMS
; astic pipe
Clip Angle or equw%lent PIP
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INTERMEDIATE DIAPHRAGM
Typical for Skewed Structure STANDARD DRAWING NO. 707'SDPC'O 1
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Diaphragm Information
Dimension /s/ Richard L. Van(Cleave 09/04/07
Beam Type A B C D E F Channel Type DESIGN STANDARDS ENGINEER DATE
Type II 229 305 330 | 152 89 75 C310x31
Type II1 330 368 432 | 254 89 100 | MC 460 x 63.5 )
Tvoe IV 42 . /s/ Mark A. Miller 09/04/07
ype 406 5 508 254 13 100 | MC 460 x 63.5 CHIEF HIGHWAY ENGINEER DATE

DESIGN STANDARDS ENGINEER




