
   CULVERT ASSET ID NUMBER 

Normally 

3 – digits  3 – digits   3 – digits plus 2 - Decimals 

   PREFIX   ROUTE       COUNTY     REFERENCE POST    

067-055-078.65

CULVERT ASSET ID NUMBERING SYSTEM 

 Road Number County Number 
 

Ref. Post 
 

The route and RP serve as a field reference for PCBMP inspectors.  
The reference post number should always be carried to the second 
decimal to insure proper field location.  Station numbers must not 
be used in place of an RP.  

U.S. and State Routes: - Place one or two “0” 
prior to the U.S. or State Route number, e.g., 
056 or 001. 

Interstate Highway: - Place an “I” in the first 
digit location, e.g., I65.  For 3-digit interstate 
numbers enter 4 digits, e.g., I465. 
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POST-CONSTRUCTION STORMWATER BMP ID NUMBER
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POST-CONSTRUCTION STORMWATER MANAGEMENT NUMBERING SYSTEM
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Contact PCSM@indot.IN.gov for questions regarding PCBMP asset ID numbers
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PCBMPType

jeichhorst
Text Box
D = DetentionS = SwaleI = InfiltrationF = Filter StripR = RetentionM = Mechanical
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Linear PCBMPs RP will be measured at the outlet of the feature.
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Special Feature
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K = Karst ProtectionO = Other
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Special Feature indicator is only used if the PCBMP will serve a dual purpose. For example, a detention basin that also provides karst protection.
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