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11/01/2017.  Bridge inspection notes by Dan Bewley.  I was not assisted by anyone during the November 2017
inspection.  I kept contact with another inspector via phone as to arrival & departure times.  The approach
pavement was in good condition.  Both of the 1 A joints were in good condition.  Very minor spalls were noted
on each.  The concrete approach slabs had a few cracks & the South slab had a spall on the center line where a
road reflector once was.  The wearing surface has 2 small asphalt patches, one on the South end of the bridge in
the turn lane & the other on the North end of the bridge in the turn lane.  The abutments were almost to high up
in the air to see much of anything going on.  The superstructure seem to be in good condition. The North MSE
wall is loosing a little fill approximately mid span, just above the crash wall. The South MSE wall has a small
spall about mid span, just above the crash wall.  I noted no obvious concerns with any of the bridge
components.  Photos were taken & attached to the report.  Dan Bewley 11/01/2017
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IDENTIFICATION
(1) STATE CODE:

(8) STRUCTURE:

(5 A-B-C-D-E) INV. ROUTE:
(2) HIGHWAY AGENCY
DISTRICT:
(3) COUNTY CODE:

185 - Indiana

076826

01 - Crawfordsville

006 - BOONE

1 3 1 00267 0

(11) MILEPOINT:

(4) PLACE CODE:

(6) FEATURES INTERSECTED:

(12) BASE HIGHWAY NETWORK:

SR 267

00000 - N/A

(7) FACILITY CARRIED:

(9) LOCATION:

I-65 SB/NB

0004.090

08.59 N I-74

1

(13A) INVENTORY ROUTE:

01

0000000001

(13B) SUBROUTE NUMBER:
(16) LATITUDE:

(99) BORDER BRIDGE STRUCT.
NO:

(98) BORDER

39.98110
(17) LONGITUDE:

B) PERCENT

-86.39534

A) STATE NAME:

%

- - - -

STRUCTURE TYPE AND MATERIAL
(43) STRUCTURE TYPE, MAIN:

6 - Prestressed concrete
continuous
06 - Box Beam or
Girders - Single or
Spread

A) KIND OF
MATERIAL/DESIGN:
B) TYPE OF DESIGN/CONSTR:

(44) STRUCTURE TYPE,
APPROACH SPANS:

0 - Other

00 - Other

A) KIND OF
MATERIAL/DESIGN:
B) TYPE OF DESIGN/CONSTR:

(45) NUMBER OF SPANS IN MAIN
UNIT:
(46) NUMBER OF APPROACH
SPANS:

002

0000

(107) DECK STRUCTURE TYPE: 1 - Concrete Cast-in-
Place

(108) WEARING SURFACE/PROT
SYS:

A) WEARING SURFACE: 1 - Monolithic Concrete
(concurrently placed
with structural deck)

0 - NoneB) DECK MEMBRANE:

1 - Epoxy Coated
Reinforcing

C) DECK PROTECTION:

AGE OF SERVICE
(27) YEAR BUILT:

(106) YEAR RECONSTRUCTED:

2010

0000 A) ON BRIDGE:

006

08

2007

(28) LANES:

(30) YEAR OF AVERAGE DAILY
TRAFFIC:
(109) AVERAGE DAILY TRUCK
TRAFFIC:

B) UNDER BRIDGE:

(19) BYPASS DETOUR LENGTH:

02

(42) TYPE OF SERVICE: 002729

06

(29) AVERAGE DAILY TRAFFIC:

%

MI

5 - Highway-pedestr ianA) ON BRIDGE:

1 - Highway, with or
w/out pedestr ian

B) UNDER BRIDGE:

11/01/2017

267-06-09291

SR 267



11/01/2017

267-06-09291

SR 267

GEOMETRIC DATA

00177.0

0087.5

(49) STRUCTURE LENGTH: 99.99

(48) LENGTH OF MAX SPAN:

056.0

00.0

00.0

(34) SKEW:

059.0

(51) BRDG RDWY WIDTH CURB-
TO-CURB:

(32) APPROACH ROADWAY

A) LEFT

(10) INV RTE, MIN VERT
CLEARANCE:

(52) DECK WIDTH, OUT-TO-OUT:

00

0 - No median

056.6

(33) BRIDGE MEDIAN:

(50) CURB/SIDEWALK WIDTHS:

B) RIGHT:

0 - No flare(35) STRUCTURE FLARED:

(53) VERT CLEAR OVER BR RDWY:

010.0(56) MIN LATERAL UNDERCLEAR
ON LEFT:

(54) MIN VERTICAL
UNDERCLEARANCE:

(47) TOT HORIZ CLEARANCE:

H

99.99
056.0

H

(55) LATERAL UNDERCLEARANCE
RIGHT:

17.71

030.0

A) REFERENCE FEATURE:
B) MIN VERT UNDERCLEAR:

A) REFERENCE FEATURE:
B) MIN LATERAL UNDERCLEAR:

FT
FT

FT

FT

FT

FT

FT

DEG

FT

FT
FT

FT

FT
FT

INSPECTIONS
(90) INSPECTION DATE: (91) DESIGNATED INSPECTION

FREQUENCY:(92) CRITICAL FEATURE
INSPECTION:

A) FRACTURE CRITICAL
REQUIRED/FREQUENCY:
B) UNDERWATER INSPECTION
REQUIRED/FREQUENCY:
C) OTHER SPECIAL INSPECTION
REQUIRED/FREQUENCY:

(93) CRITICAL FEATURE
INSPECTION DATE:

11/01/2017 24

N

N

N

A) FRACTURE CRITICAL DATE:
B) UNDERWATER INSP DATE:
C) OTHER SPECIAL INSP DATE:

MONTHS

CONDITION
(58) DECK: 8 - Very Good Condition

(no problems noted)

7 - Good Condition(58.01) WEARING SURFACE:

8 - Very Good Condition
(no problems noted)

(59) SUPERSTRUCTURE:

(60) SUBSTRUCTURE: 7 - Good Condition
(some minor
problems)

(61) CHANNEL/CHANNEL
PROTECTION:

N - Not Applicable

(62) CULVERTS: N - Not Applicable

CONDITION COMMENTS
(58) DECK: 8 - Very Good Condition (no problems noted)
Comments:
The bottom of the deck has metal stay in place forms.  I noted normal wear.  Photos were taken & attached to the report.  Dan Bewley
11/01/2017

(58.01) WEARING SURFACE: 7 - Good Condition
Comments:
There are 3 hairline transverse cracks throughout the deck wearing surface, I also noted a couple of asphalt patches in the turn lane.
One at the South end & the other at the North end.  Dan Bewley 11/01/2017
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(59) SUPERSTRUCTURE: 8 - Very Good Condition (no problems noted)
Comments:
The superstructure was inspected from the ground under heavy traffic conditions.  I noted no obvious concerns.  Photos were taken &
attached to the report.  Dan Bewley 11/01/2017

(60) SUBSTRUCTURE: 7 - Good Condition (some minor  problems)
Comments:
The abutments are up in the air, you could not see them very well.  I took photos & noted nothing out of the ordinary.  They seem to
be in good condition. The median pier was also in good condition.   Dan Bewley 11/01/2017

(61) CHANNEL/CHANNEL
PROTECTION

N - Not Applicable

Comments:

(62) CULVERTS: N - Not Applicable
Comments:

LOAD RATING AND POSTING
(31) DESIGN LOAD:

(63) OPERATING RATING
METHOD:

(64) OPERATING RATING:

(70) BRIDGE POSTING

(41) STRUCTURE
OPEN/POSTED/CLOSED:

0 - Unknown

1 - Load Factor  (LF)

69

5 - Equal to or  above
legal loads

A - Open

36(66) INVENTORY RATING:

(65) INVENTORY RATING METHOD: 1 - Load Factor  (LF)

(66B) INVENTORY RATING (H): 29

(66C) TONS POSTED :

(66D) DATE POSTED/CLOSED:

APPRAISAL

(67) STRUCTURAL EVALUATION:
(68) DECK GEOMETRY:

(69) UNDERCLEARANCES,
VERTICAL & HORIZONTAL:

(36) TRAFFIC SAFETY FEATURE:
36A) BRIDGE RAILINGS:

36B) TRANSITIONS:
36C) APPROACH GUARDRAIL:

36D) APPROACH GUARDRAIL
ENDS:

7
9

6

1

1
1

1

SUFFICIENCY RATING:
0STATUS:
98.7

(71) WATERWAY ADEQUACY: N - Not Applicable
Comments:

(72) APPROACH ROADWAY ALIGNMENT: 8 - Equal to present desirable cr iter ia
Comments:
The approach roadway is straight & level. You can see from one end of the bridge to the other.  The posted speed limit is 40
mph.  Dan Bewley 11/01/2017

(113) SCOUR CRITICAL BRIDGES: N - Not over  waterway
Comments:
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CLASSIFICATION

(112) NBIS BRIDGE LENGTH:

(104) HIGHWAY SYSTEM OF
INVENTORY ROUTE:

(26) FUNCTIONAL CLASS OF
INVENTORY RTE:

(100) STRAHNET HIGHWAY:
(101) PARALLEL STRUCTURE:

(102) DIRECTION OF TRAFFIC:(103) TEMPORARY STRUCTURE:

(105) FEDERAL LANDS
HIGHWAYS: (110) DESIGNATED NATIONAL

NETWORK:

(20) TOLL: (21) MAINT. RESPONSIBILITY:

(22) OWNER:

(37) HISTORICAL SIGNIFICANCE:

Yes

0 - Structure/Route is
NOT on NHS

06 - Rural - Minor
Ar ter ial

Not a STRAHNET route
N - No parallel structure

2-way traffic

0-Not Applicable

Inventory route on
National Truck Network

3 - On Free Road 01 - State Highway
Agency

01 - State Highway
Agency

5 - Not eligible

NAVIGATION DATA
(39) NAVIGATION VERTICAL CLEAR:

(116) MINIMUM NAVIGATION VERT.
CLEARANCE, VERT. LIFT BRIDGE:

(40) NAV HORIZONTAL CLEARANCE:

000.0

0000.0

FT

FT

FT

N - Not applicable, no
waterway

(38) NAVIGATION CONTROL:

(111) PIER OR ABUTMENT
PROTECTION:

PROPOSED IMPROVEMENTS

000000(96) TOTAL PROJECT COST:

(95) ROADWAY IMPROVEMENT COST: 000000

(97) YR OF IMPROVEMENT COST EST:

(115) YR OF FUTURE ADT:
(114) FUTURE AVG DAILY TRAFFIC: 006000

2030

$

$

(75A) TYPE OF WORK:
(75B) WORK DONE BY:

(94) BRIDGE IMPROVEMENT
COST:

000000

00000.0(76) LENGTH OF IMPROVEMENT: FT

$
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Asset Type Has Changed

Roads & HighwaysOriginal RP Data Source

Paint YearNRatingPaint

RP

Date:

Bridge File Complete

Organization:

0.6933Offset28

Compliance Month:

Inv TypeScour POA? 267Inv #S - State Road

N - No Birds and/or Nests 

267-06-09291Miscellaneous Asset Data - Asset #

Birds/swallows/nests seen? Empty nests present?N - No evidence of batsBats: seen or heard under structure?
Reference Post

6Rating (Lowest Rated Joint):H

Both 1A bridge joints have minor spalled areas along the concrete edges, Dan Bewley 11/01/2017

Joints Type:

0.6933Offset28

TransverseLocation:



11/01/2017

267-06-09291

SR 267



11/01/2017

267-06-09291

SR 267


